TYPICAL END CLEAN OUT WITH 12" TRUNK MAIN

10" ROUND VALVE BOX WITH LID, PART NO. 1010VB, SET FLUSH WITH FINISH GRADE

TOP SOIL

6" ADS N-12 SOLID PIPE FROM REDUCER TO END OF CLEAN OUT

12" X 6" ADS N-12 45° COUPLINGS

12" X 6" ADS N-12 ECCENTRIC REDUCER

12" ADS N-12 PERFORATED PIPE

GREENS QUALITY DRAINAGE GRAVEL

TYPICAL JUNCTION CLEAN OUT WITH 12" TRUNK MAINS

10" ROUND VALVE BOX WITH LID, PART NO. 1010VB, SET FLUSH WITH FINISH GRADE

TOP SOIL

6" ADS N-12 SOLID PIPE FROM REDUCER TO END OF CLEAN OUT

6" ADS N-12 45° COUPLINGS

12" X 12" ADS N-12 CROSS

12" ADS N-12 PERFORATED PIPE

GREENS QUALITY DRAINAGE GRAVEL

TYPICAL JUNCTION CLEAN OUT WITH 6" TRUNK MAINS

10" ROUND VALVE BOX WITH LID, PART NO. 1010VB, SET FLUSH WITH FINISH GRADE

TOP SOIL

6" ADS N-12 SOLID PIPE FROM REDUCER TO END OF CLEAN OUT

6" ADS N-12 45° COUPLINGS

6" X 6" ADS N-12 CROSS

6" ADS N-12 PERFORATED PIPE

GREENS QUALITY DRAINAGE GRAVEL